
 
Cycle 1 technical issues relevant to the Technical Handbook: 
 
1.  LAS is  often not understood.   Users used the total extent, or confused total power with and recovery of large 
structures.    
 
2.  Users did not fully understand the correct use of 12m, ACA and TP, and the spatial scales that can be recovered 
by 12m, ACA and TP separately.       
 
3.  Some folks assumed the FOV has uniform sensitivity.    Several users should have used mosaics. 
 
4. Some PIs requested multiple close pointings which would have been more efficient as a mosaic.  Proposers 
complained that difference between multiple pointings and mosaics wasn’t clear, and that mosaics insufficiently 
explained in the PG. 
 
5.  People made errors converting expected fluxes from single-dish observations, usually by dividing by linear beam 
size instead of area. 
 
6.  Low elevations and the impact of ACA shadowing was not well understood.   
 
7.  Unrealistic dynamic ranges or absolute calibration requirements were requested, implying proposers may not 
understand these very well. 
 
8.  Proposers set up their spectral windows wrong or inefficiently, eg.  the line not in the tunable range or not 
enough resolution to resolve lines. Users complained that they couldn’t find all the information needed to 
understand how to do their spectral setups 
 
9.  Requested vs acceptable configurations; some PIs made specific requests for configs; the resolution + LAS isn’t 
sufficient to define acceptable configs in all cases. 
 
10.  Proposers had trouble with units & conversions: eg. velocity frames & line intensities. 
 
 
 
 


