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RDBE Notes: Wide-area network
[1]   PowerPC loads via NFS from
    station control processor.
[2]   Status refers only to PFB personality jdr - 2010/3/2
    currently nearing completion.

VLBA Sensitivity Upgrade 
Station Control Software Elements

Host processor color codes

ROACH FPGA
code

- vex2script   -
Programmer:  Brisken
Status:  Current

- (VLBA) executor   -
Programmer:  Bark
Status:  Current

- RDBE MIB  emulator -
Programmer: Ben Frej
Status: Current

- RDBE  application   -
Programmer:  Ben Frej
Status: Current

- HAL Library   -
Programmer:  Ruszczyk
Status:  Current

SCHED

- M5C MIB  emulator  -
Programmer: Ben Frej
Status:  Coded / not testable

- M5C  DRS (v0.9)   -
Programmer:  Ruszczyk
Status:  Awaiting completion

- SDK-9   -
Programmer:  Conduant
Status: Delivered

Disk Array
Controller

- RMDC   -
Programmer:  Bark
Status:  Current

EVLA / VLBA
Database

- Loader / Filler   -
Programmer: Moeser
Target:  2010/4/1

RDBE PowerPC * M5C motherboard Station control processor

AOC operations computer

- Alert Server   -
Programmer:  Moeser / Bark
Status: Awaiting deployment

- Operator Interface   -
Programmer:  Bark
Target:  2010/4/15

- 4x4 MIB   -
Programmer: Ben Frej
Status:  Coded / not testable

4X4 RF 
Switch

4X4 RF switch MIB
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